
 

1. Thi s  k i t  was des i gned t o be used i n conj unct i on wi t h t he Rear  Suspens i on k i t .    

2. Thi s  conver s i on f ol l ows s t andar d pr ocedur es as descr i bed i n t he 1970 For d Car  Shop 

Manual ,  Vol ume One,  Chass i s.  Speci al  i ns t r uct i ons and pr ecaut i ons wi l l  be gi ven 

wher e r equi r ed.   

3. Make sur e you have t he r equi r ed pr oduct i on For d par t s l i s t ed on t he l as t  page on 

hand bef or e st ar t i ng wor k.   

4. You wi l l  need t he f ol l owi ng t ool s:   

Tool  -  T63P- 5310- A Spr i ng compr essor   

Tool  -  T57P- 3006- A Bal l  j oi nt  assy.  r emoval  pr ess Tool  -  

T62F- 3006- A Bal l  j oi nt  pr ess adapt er  scr ew Tool  -  3290- C 

Ti e r od bal l  end r emover   

5. Remove spi ndl e  

6. Remove f r ont  upper  cont r ol  ar ms per  Sect i on 14- 02- 10.   

7. Remove f r ont  spr i ngs and shocks and shock br acket s .   

8. Remove f r ont  j ounce bumper  br acket s .  

9. Remove f r ont  l ower  cont r ol  ar ms,  camber  adj .  cams,  bol t s ,  et c .  

10. Remove f r ont  s t r ut  per  14- 02- 06 

11. Remove #2 cr ossmember  ( under  engi ne)   

12. Remove s t eer i ng cent er  l i nk per  13- 03- 04 

13. Remove s t eer i ng i dl er  ar m and br acket  assy.  per  13- 03- 05.   

14. I ns t al l  new st eer i ng i dl er  ar m and br acket  assy.  ( power  s t eer i ng t ype) .   

15. Dr i l l  t wo new hol es f or  t he upper  ar m mount i ng i n t he spr i ng t ower  t o t he 

enc l osed t empl at e ( see Fi gur e 1) .   

16. Remove ( by gr i ndi ng)  camber  adj ust ment  gui de l ocat ed at  i nner  l ower  cont r ol  

ar m pi vot  hol e.   

17. Tempor ar i l y  i ns t al l  t he new spec i al  No. 2 cr ossmember  ( under  engi ne)  t o t he 

f r ame r ai l s  us i ng t he or i gi nal  t aper ed bol t s .   
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18.  Us i ng t he hol e i n t he ver t i cal  pl at e of  t he new cr ossmember ,  det er mi ne t he  
   enl ar gement  necessar y i n t he exi s t i ng l ower  ar m sl ot .  Enl ar ge t he s l ot  i n  

   i n bot h t he f r ont  and r ear  sur f aces of  t he l ower  cont r ol  ar m br acket s unt i l   

   t he 1/ 2- 13x4. 75 bol t  can pass st r ai ght  t hr ough.   

  
19.   Usi ng washer s as shown i n Fi gur e 2,  and t he 1/ 2- 13 x 4. 75 bol t  as a l ocat i ng  

pi n,  t ack wel d t he washer s on t he f r ont  and r ear  sur f aces of  bot h br acket s.   

20. Remove 1/ 2- 13 x 4. 75 bol t s  and cr ossmember  and wel d t he washer s t o t he l ower   

cont r ol  ar m br acket .   

21.  Rei nst al l  t he cr ossmember  and f i t  t he t wo spacer s  shown i n Fi gur e 3.  Shor t en  

    t hei r  l engt h unt i l  t he spacer s f i t  snugl y bet ween t he cr ossmember  ver t i cal   

    pl at e por t i ons and t he newl y wel ded- on washer s on t he r ear  of  t he f r ame  

    br acket s.   

22.  Wel d t he spacer s  t o t he cr ossmember  ver t i cal  bl ades usi ng t he 1/ 2- 13 x 4. 75  

    bol t  as  a l ocat i ng pi n.   

23. The above ar r angement  r ei nf or ces t he i nner  pi vot  poi nt  and pr ov i des a 

nomi nal  2° of  negat i ve camber  when assembl ed wi t h . 25"  shi m bet ween t he  
     upper  cont r ol  ar m mount i ng and t he spr i ng t ower .   

24.  Repl ace t he pr oduct i on l ower  ar m out er  bal l  j oi nt  wi t h t he MOOG Ki t  K- 8029  

per  t he i ns t r uct i ons.   

25.  I nst al l  t he r ewor ked pr oduct i on l ower  cont r ol  ar ms usi ng t he 1/ 2- 13 x  4. 75  

bol t s,  washer s and nut s  t o hol d t he i nner  cont r ol  ar m pi vot  and t o t i e t he  

No.  2 cr ossmember  t o t he f r ame br acket s .   

26.  I nst al l  t he l ower  s t r ut  usi ng t he MOOG Fr ont  I nsul at or  Ki t  K- 8124.  Tur n t he  

met al  washer s ar ound so t he cup i s t owar d t he r ubber  cushi on i nst ead of   

away f r om i t .  Si l i cone spr ay wi l l  be hel pf ul  i n r emovi ng t he cushi ons f r om  

t he met al  pi eces.   

27.  I nst al l  t he new speci f i ed Upper  Cont r ol  ar ms ( whi ch pr ov i de mor e bal l  j oi nt   



 

angul ar  t r avel  i nt o j ounce al l owi ng a l ower  r i de hei ght )  i nt o t he new l ower  

hol es i n t he spr i ng t ower s.  Use t he spec i al  Keyst one- t ype l ock washer s.   

   
28. I ns t al l  t he f r ont  spi ndl e,  hub,  dr um,  cal i per  ( same as r emoved or  new as  

bui l t  up f or  Fr ont  Di sc  Br ake Ki t ) .  I ns t al l  t he f r ont  spr i ng suppl i ed i n 

t he k i t .  Cut  5/ 16"  of f  t he out er  edge of  t he spr i ng seat  ear s  f or  c l ear ance 

t o t he cont r ol  ar m.  The spr i ng shi ms shown i n Fi gur e 4 can be used at  t he 

t op of  t he spr i ng t o r ai se t he vehi c l e shoul d t he s t andi ng hei ght  be l ow.  A 

. 25 shi m wi l l  r ai se t he vehi c l e appr oxi mat el y  . 50 i nches.  I f  mor e t han 3 

shi ms ar e r equi r ed,  t he pr oduct i on spr i ng pi l ot  shoul d be l engt hened by 

means of  a wel ded- on st eel  t ube ext ensi on.   

29. I ns t al l  t he f r ont  shocks ( spec i al  shor t er  KONI  doubl e adj ust abl e 8210- 3-

1050)  and t he heavy dut y  upper  shock br acket s  spec i f i ed.  These shocks 

shoul d have j ounce bumper s i ns t al l ed.   

30. I ns t al l  t he spec i al  s t eer i ng cr oss l i nk per  13- 03- 05.   

31. Reset  t he f r ont  suspens i on t o t he f ol l owi ng spec i f i cat i ons:   

Cast er  2. 50 posi t i ve 

Camber  20 negat i ve 

Toe- I n 1/8"  

The shi ms shown i n Fi gur e 5 can be pl aced bet ween t he upper  ar m and t he 

spr i ng t ower s t o r educe camber ,  i f  r equi r ed.   

32. Usi ng t empl at es shown i n Fi gur e 6,  r ewor k t he f r ont  f ender s  f or  t i r e  
c l ear ance.   



  

Quanity 

1  

1  

2 ea.  

2  ea.  

2  ea.  

1  

2 ea.   

2 ea.   

2 ea.  

2 ea.  

2 ea.  

4 ea. 

6 ea.  

2 ea.   

PARTS LI ST  

Descr i pt i on 

Cr ossmember  Assembl y ,  No.  2  

Rod Assembl y -  St eer i ng Pi t man t o I dl er  Ar m 
( Cr ossl i nk)   

Bol t  -  1/ 2- 13 x 4 3/ 4  
( Cr ossmember  and l ower  ar m t o chassi s)   

Lock Washer  1/ 2  
( Cr ossmember  and l ower  ar m t o chassi s)   

Nut  1/ 2- 13  
( Cr ossmember  and l ower  ar m t o chassi s)   

Ar m and Br acket  Assembl y -  St eer i ng I dl er  
( power  s t eer i ng)   

Cont r ol  Ar m Assembl y  -  Upper   

Br acket  -  Upper  Shock,  Expor t   

Shock -  f r ont ,  doubl e adj .   

Ki t  -  f r ont ,  s t r ut   

Ki t  -  l ower  ar m bal l  j oi nt   

Cot t er  Pi n -  Bal l  Joi nt s  

Cot t er  Pi n -  Ti e Rod End  

Fr ont  Spr i ngs 720 l b. / i n.  r at e  

Par t  Number  

DOZX- 5025- A 

DOZX- 3304- A 

381668- 31 Gr ade 8 

34809- S8  

380952- S2  

C7ZZ- 3350- A 

C9ZZ- 3082- A  

C7ZZ- 18183- A 

KONI - 8210- J- 1050 

MOOG- Ki t  #K- 8124 

MOOG- Ki t  #K- 8029  

DOZX- 5310- B 











 

                             1970 Tr ans- Am Must ang Rear  Suspensi on I nst r uct i ons  

package whi ch can be used i n conj unct i on wi t h t he f r ont  suspensi on  

1. These r ear  suspens i on par t s ar e desi gned t o pr ovi de a r ear  suspensi on  

modi f i cat i ons.   

2.  The r ear  suspensi on pi eces i ncl ude hi gher  r at e r ear  l eaf  spr i ngs,  a  

r ear  spr i ng f r ont  eye bushi ng desi gn,  r ear  t r ack bar  par t s and al t er nat e  

r ear  st abi l i zer  bar s .   

REAR SPRI NGS  

1. These spr i ngs ar e a speci al  5 1/ 2 l eaf  desi gn whi ch pr ovi de i mpr oved  

axl e cont r ol  whi l e s t i l l  mai nt ai ni ng an accept abl e r i de r at e.   

2. I t  i s  r ecommended t hat  t he sol i d f r ont  spr i ng eye bushi ngs ( see 

f i gur es 1 & 2)  be used i n conj unct i on wi t h t he speci al  spr i ngs.   

3.   The i nst al l at i on of  t hese r ear  spr i ng assembl i es f ol l ow t he 
pr ocedur es gi ven i n t he 1970 For d Car  Shop Manual ,  Vol ume One,   
Chassi s,  Sect i on 14- 03- 08.   

 

REAR TRACK BAR  

1. The t r ack r od i nst al l at i on i s r ecommended f or  al l  out  compet i t i ve  

 appl i cat i ons.   

2.  The sequence f or  r ear  t r ack bar  i nst al l at i on i s as f ol l ows:   

( a)  Const r uct  t r ack bar  as shown i n Fi gur e 3.   

 ( b)   Wel d t r ack bar  body mount i ng br acket  ( DOZX- 5546- A)  t o f r ame 

( see Fi gur e 5) .   

 ( c)   Usi ng t r ack bar  ( DOZX- 5A639- A)  mount ed i n body br acket ,  l ocat e 

and wel d t r ack bar  axl e mount i ng br acket  ( DOZX- 5557- A)  t o ax l e  
wi t h car  at  desi gn hei ght .   

 
( d)   Axl e br acket  shoul d be appr ox i mat el y 3. 38 f r om t he cent er l i ne of   

     t he spr i ng ( see Fi gur e 5) .   

( e)  Tr ack bar  shoul d be hor i zont al  t o gr ound at  desi gn hei ght .   



 

REAR STABI LI ZER BAR  

1. These spec i al  r ear  s t abi l i zer  bar s  ( DOZX- 5A772- A,  DOZX- 772- B,  et c , )  

ar e r equi r ed t o c l ear  t he r ear  cal i per s  of  t he Rear  Di sc  Br ake Ki t   

on 1970 Boss 302 Must angs and Cougar s.  These spec i al  r ear  s t abi l i zer  

bar s  can al so be f i t t ed t o s t andar d Must angs and Cougar s wi t h Dr um 

Br akes,  and ear l i er  vehi c l es.   

2. Remove t he exi s t i ng pr oduct i on r ear  bar ,  i nsul at or s  and l i nks.   

3. Remove t he s t abi l i zer  bar  l ower  spr i ng pl at es f r om under  t he ax l e 

hous i ng and r e- i nst al l  t hem so t hat  l i nk  mount i ng ear  i s  t o t he r ear  

and out s i de t he l eaf  spr i ng.  Thi s wi l l  l ocat e t he bar  l i nks behi nd 

t he ax l e i ns t ead of  t he pr oduct i on l ocat i on i n f r ont  of  t he axl e.   

4. I ns t al l  t he spec i al  r ear  s t abi l i zer  bar ,  i t s  i nsul at or s ,  t he spacer  

bl ocks ( see Fi gur e 4) ,  t he or i gi nal  i nsul at or  br acket s  t o t he or i gi nal  

l ocat i on under  t he f r ame r ai l s  wi t h t he 5/ 16- 18 x  2. 00 l engt h bol t s 

pr ov i ded.   

5. Cut  t he pr oduct i on spacer  t ubes t o 4. 90 l engt h.   

6. I ns t al l  t he Li nk Assembl i es by pass i ng t he l ong 3/ 8- 24 x  7 1/ 2 bol t  

upwar d t hr ough t he or i gi nal  l i nk  i nsul at or s ,  t he l ower  spr i ng pl at e,  

t he r ewor ked spacer  and t hen t hr ead t he j am nut  and bal l  j oi nt  ont o 

t he upper  end of  t he l i nk  bol t .   

7. Fast en t he bal l  j oi nt  s t ud i nt o t he cent er  hol e of  t he s t abi l i zer  bar  

end f l ange f or  a st ar t i ng poi nt  wi t h nut  suppl i ed.   

8. The ot her  bal l  j oi nt  hol es i n t he s t abi l i zer  bar  ends can be used t o 

adj ust  t he s t abi l i zer  bar ' s ef f ect i veness.   

FENDER REWORK  

1. Usi ng t empl at es shown i n Fi gur e 6,  r ewor k t he r ear  f ender s f or  t i r e 

c l ear ance.   



 
 

1969 and ear l i er   Must angs       

1)  Or der  i nsul at or s  C70Z- 5493- C  2 ea.      

  br acket s  OOOZ- 5486- A  2 ea.      
  pl at es 

es  
 DOZZ- 5A775- A  2 ea.      

          

2)  Make  2 met a1  pl at es     
 

REAR STABI LI ZER BAR I NSTALLATI ON  

 

3)  I nst al l  bar  and l i nks t o pl at es under  r ear  spr i ngs ( bar  behi nd ax l e)  pl at es.   

4)  Locat e bar  i n pos i t i on under  r ear  f r ame r ai l s t o det er mi ne posi t i on of  

mount i ng br acket  hol es  

5)  Wel d t he met al  pl at es t o f r ame r ai l s  dr i l l  hol es t hr ough i nt o f r ame r ai l   

t ap hol es 5/ 16 -  18.   

6)  Fast en bar ,  i nsul at or s,  spacer  bl ock and br acket s t o f r ame wi t h 5/ 16- 18x2. 00 hex 

head bol t s f ur ni shed.   



 PARTS LI ST 

QUANI TY DESCRI PTI ON 

2 ea.   Rear  Spr i ng Assys.  200 l b. / i n.  r at e  

1 ea.  Tr ack Bar  Assy.   

1 ea.  Br acket  -  Fr ame,  Tr ack Bar  

1 ea.  Br acket  -  Rear ,  Tr ack Bar   

2 ea.   Li nk  Assembl i es   

4 ea.  Bol t  -  5/ 16 -  18 x  2. 00 Long 
( Spacer  t o Fr ame Rai l )   

2 ea.  Shock Absor ber ,  Rear  

1 ea.  St ud -  Tr ack Bar ,  Rear   

1 ea.  Bol t  9/ 16 -  12x2. 75 Long ( Tr ack Bar )  

Nut  9/ 16 -  12 Hex Lock ( Tr ack Bar )   3 ea.  

1  Bar  -  Rear  St abi l i zer  5/ 8 Di a.   
( Requi r es D0ZX- 4A343- A Li nk  Assembl y )   

Bar  -  Rear  St abi l i zer  11/ 16 Di a.  
( Requi r es D0ZX- 4A343- A Li nk  Assembl y    

I nsul at or  -  St abi l i zer  Bar  ( 5/ 8 & 11/ 16)  

1  

2/ Bar  

PART NUMBER 

DOZX- 5556- B 

C6AZ- 5A639- B 

DOZX- 5546- A 

DOZX- 5557- A 

DOZX- 4A343- A 

56326- 84  

KONI  8210- J- 1003 

C6AZ- 4269- A 

382878- S100 

375022- 8100 

DOZX- 5A772- B  

DOZX- 5A772- A 

C70Z- 5493- C  



Must ang Tr ans- Am Chassi s Par t s  

The f ol l owi ng par t s  wi l l  cont i nue t o be ser vi ced by For d Par t s Di v i s i on:   

DOZX 1107- A 

DOZX 2001- A 

DOZX 2001- B 

DOZX 2B134- B 

DOZX 2B135- B 

DOZX 2B511- A 

DOZX 2B512- A 

DOZX 3304- A 

DOZX 5025- A 

DOZX 5310- B 

DOZX 5556- B 

D0ZX 5A772- A 

DOZX 5A772- B 

DOZX 5546- A 

DOZX 5557- A 

D0ZX 5997- A 

D0ZX 5997- A 

D0ZX- 4A343- A 

 

Bol t  -  Fr ont  and r ear  hub ½” - 20x3- 3/ 8"   

Ki t  -  Br ake shoe and l i ni ng ( s i ngl e pi s t on cal i per )  

Ki t  -  Br ake shoe and l i ni ng ( f our  pi st on cal i per  

Rod Assembl y -  St eer i ng ar m t o i dl er  ar m 

Cr oss member  assembl y -  No.  2  

Spr i ng -  Fr ont  coi l  ( 720 l b. / i n.  r at e)   

Spr i ng Assembl y -  Rear  l eaf  ( 200 l b. / i n.  r at e)  

Bar  -  St abi l i zer  r ear  ( 11/ 16"  dia , )  

Bar  -  St abi l i zer  r ear  ( 5/ 8”  di a. )   

Br acket  -  Tr ack bar ,  f r ame  

Br acket  -  Tr ack bar ,  ax l e  

Bushi ng -  Rear  spr i ng ( f r ont  eye -  al umi num)  

Spacer  -  Rear  spr i ng bushi ng ( f r ont  eye)  

Li nk Assembl y  - Rear  st abi l i zer  bar   

Br acket  -  Cal i per   mount i ng 
monng  

f r ont  ( R. Ho

Br acket  -  Cal i per  mount i ng f r ont  (L.H.)  

Br acket  -  Cal i per  mount i ng r ear    (R.H.  

Br acket  -  Cal i per  mount i ng r ear   (L .H. )  









 

June 30,  1972 


